Ve & 4

SM4001 THRU SM4007 MELEGL41,DLAT)

LOAmp GLASS PASSIVATED RECTIFIER

FEATURES
*PLASTIC PACKAGE HAS UNDERWRITES LABORTORY
FLAMMABILITY CLASSIFICATION 94V-0 UTILIZING o
FLAME RETARDANT EPOXY MOLDING COMPOUND. — |
*FOR SURFACE MOUNT APPLICATIONS. T
*EXCEEDS ENVIROMENTAL STANDARDS OF MIL-S-19500/
228 ’
*LOW LEAKAGE CURRENT. L
=¥
MECHANICAL DATA
A241267
CASE:MOLDED PLASTIC CASE B4852
TERMINAL:SOLDERABLE END.PER-MIL-STD-750, Ty
METHOD 2026 -

MOUNTING POSITION:ANY
WEIGHT:0.150GRAM
MAXIMUM RATING (TA=25C UNLESS OTHERWISE NOTED)

PARAMETER CONDITION SYMBOL| MIN. TYR MAX. LINIT
FORWARD RECTIFIED CURRENT LEAD TEMP.S0OC 10 Lo A
FORWARD SURGE CURRENT 8.3MS SINGLE HALF SINE WAVE SUPERIM- IFSM 30 A

POSED ON RATED LOAD (JEDEC METHOD)
REVERSE CURRENT VR=VRRM TA=25C IR 5 Ua
VR=VRRM TA=100C 250 UA

THERMAL RESISTANT JUNCTION TO AMBIENT RTHIA 80 Ccw
JUNCTION CAPACITANCE F=IMHZ AND APPLIED 4VDC REVERSE VOL. Cl 15 PF
OPERATING TEMP. T -55 125
PART NUMBER SM4001 SM4002 SM4003 SM4004 SM4005 SM4006 SM4007
MAX. RECURRENT PEAK REVERSE 50 100 200 400 600 800 1000
VOLTAGE
MAX. RMS VOLTAGE 35 70 140 280 420 560 RBOO
MAX. DC BLOCKING VOLTAGE 50 100 200 400 600 800 1000
MAX.INSTANTANEOUS FORWARD 71| 11 11 1.1 ' | L1 1.4
VOL.@ |,0A




RATING AND CHARACTERISTIC CURVES (SM4001 THRU SM4007)
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